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Type
AXT211
with 2-point controller

AXT211
with manual adjuster

AXT211
with auxiliary contacts

AXS211
with positioner

Power supply 24 V~ �  230 V~ 24 V~ �  230 V~ 24 V~ �  230 V~ 24 V~

Actuation 2-point or PWM 2-point or PWM 2-point or PWM 0�10 V/10�0 V1)

Normally closed/open NC / NO  NC / NO NC  NC NC / NO  NC / NO NC / NO 

Stroke 4.5 mm 4.5 mm 4.5 mm 3.2/4.5 mm1)

Running time 4 min 4 min 4 min 30 s/mm in control mode

Start-up current 220 mA  150 mA 220 mA  150 mA 220 mA  150 mA 220 mA

Power consumption 3 W  2.5 W 3 W 2.5 W 3 W  2.5 W 3 W

Pushing force max. 125 N max. 125 N max. 125 N max. 125 N

Type of protection Electrical safety guaranteed; can be � tted upside down

Ambient temperature 0�+50 °C 0�+50 °C 0�+50 °C 0�+50 °C

Connection thread2) M30 x 1.5 M30 x 1.5 M30 x 1.5 M30 x 1.5

Height (including nut) 64 mm 64 mm 64 mm 64 mm

Diameter 44 mm 44 mm 44 mm 44 mm

1) Control direction and stroke can be set on the device itself; start-up time after standby is 90 s
2) Or with bayonet nut, M28 x 1.5
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SAUTER AXT2 and AXS2.
The actuator that adapts to any unit valve.




