
Stroke: 8 mm max. 10 mm
Degree of protection: IP54
Ambient temperature: +5…+60 °C
Permissible ambient humidity: <95% rh

Actuator with SUT: 
Activation: 0…10 V or 2-/3-point
Feedback signal: 0…10 V

Power supply	 230 V~: with accessory 0372232001
	 100 V~: with accessory 0372232002
Stroke: 8 to 50 mm
Number of spring returns: > 40,000
Degree of protection: IP66

Ambient temperature: -10…55(60)°C
Permissible ambient humidity: <95% rh
Actuator with SUT:
Activation: 0…10 V or 4…20 mA or 2-/3-point
Feedback signal: 0…10 V
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A complete range with great  
intelligence: the SUT actuators.
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A simple choice. 
Together with their pneumatic cousins, the SUT actuators from Sauter cover a wide range 
of requirements, with pushing forces of 250 N to 2500 N, with or without spring return, 
for various power supplies, types of activation and running times.

Type Power supply
50/60 Hz

Activation Running time 
s

Characteristic Spring return
Control passage

Actuator 250N pushing force

AVM105S F1322) 24 V ~/– SUT 35/60/120 %/lin. –

AVM105 F100 230 V 2- & 3-point 30 – –

AVM105 F120 230 V 2- & 3-point 120 – –

AVM105 F122 24 V 2- & 3-point 120 – –

Ventilantrieb 500N pushing force

AVM115S F1322) 24 V ~/– SUT 60/120 %/lin. –

AVM115 F120 230 V 2- & 3-point 120 – –

AVM115 F122 24 V 2- & 3-point 120 – –

Ventilantrieb 800N pushing force

AVM125S F1321) 24 V ~/– SUT 30/60/120 %/lin./quad. –

AVM124 F130 230 V 3-point 30/60/120 – –

Ventilantrieb 500N pushing force with spring return

AVF125S F1321) 24 V ~/– SUT 60/120 %/lin./quad. closed

AVF125S F2321) 24 V ~/– SUT 60/120 %/lin./quad. open

AVF124 F130 230 V 3-point 60/120 – closed

Type Power supply
50/60 Hz

Activation Running time 
s/mm

Characteristic Spring return  
Control passage

Actuator 1100 N with safety function as per DIN EN 14597 (DIN 32730), electric manual adjuster

AVN224S F132 24 V ~/– SUT 2/4/6 %/lin./quad. closed

AVN224S F232 24 V ~/– SUT 2/4/6 %/lin./quad. open

Actuator 2000 N with spring return and crank handle

AVF234S F132 24 V ~/– SUT 2/4/6 %/lin./quad. closed

AVF234S F232 24 V ~/– SUT 2/4/6 %/lin./quad. open

Actuator 2500 N with crank handle

AVM234S F132 24 V ~/– SUT 2/4/6 %/lin./quad. –

1)	 Additional activation: 4…20mA
2)	 ‘Sauter Actuator‘ PC tool for configuring the actuators by computer (0372462 001)

AVM105/115

AVM/AVF124/125

AVN224

AVM/AVF234

www.sauter-controls.com

70
00

99
80

00
3 

T1
2




